
Mac OS driver
Mac OS X ( Power PC )
Mac OS X 10.5.3 Leopard 1.17.4003

Mac OS X ( Intel CPU )
Mac OS X 10.7.4 Earlier ( 32Bit ) 1.20.1004 32Bit
Mac OS X 10.7.4 Earlier ( 64Bit ) 1.20.1004 64Bit
Mac OS X 10.7.5 ( 32Bit ) 1.23.1507.75
Mac OS X 10.7.5 ( 64bit )
Mac OS X 10.8.x Mountain Lion
Mac OS X 10.9.x Mavericks

1.23.0925.89 64Bit

Mac OS X 10.10.x Yosemite 1.23.0925.a 64Bit
Mac OS X 10.11 El Capitan
Mac OS 10.12 Sierra

eGalaxHidDaemon_v1.0

• This tool is for mode switch of the controller board for Mac HID driver. The calibration tool of
resistive controller board will be released with new driver.

http://www.eeti.com/touch_driver/Mac/OSX/MACOSX_PowerPC_1.17.4003.zip
http://www.eeti.com/touch_driver/Mac/intel/MAC_OSX_Intel_1.20.1004.zip
http://www.eeti.com/touch_driver/Mac/intel/MAC_OSX_Intel_1.20.1004(64Bit).zip
http://www.eeti.com/touch_driver/Mac/intel/eGalaxTouch_1.23.1507.75.zip
http://www.eeti.com/touch_driver/Mac/intel/eGalaxTouch_1.23.0925.89(64Bit).zip
http://www.eeti.com/touch_driver/Mac/intel/eGalaxTouch_1.23.0925.a(64Bit).zip
http://www.eeti.com/touch_driver/Mac/intel/eGalaxHidDeamon_v1.0.zip

