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	Product name
	Touchless Car Wash Machine

	
	Model
	T12

	
	Delivery Time
	30 days

	
	Payment Terms
	30% T/T in advance, the rest paid before delivery

	
	Warranty
	3 year warranty

	
	Installation
	Installation & training, USD 100/day（about 8 days, including roundtrip
time)Customer need to afford roundtrip air ticket, visa, hotel and dinners for 1 engineer

	Configuration List

	Configuration
	Standard
	Optional

	Customize power ( ＞415V or change to 60HZ)
	
	USD 750 each changement

	Magic color bubble function
	√
	

	Chassis wash function
	[bookmark: OLE_LINK2]√
	

	360-degree high pressure water wash
	√
	

	Foam function
	√
	

	Shampoo function
	√
	

	Wax rain
	√
	

	[bookmark: OLE_LINK1]Built in 4Pcs * 5.5KW Air dry
	√
	

	[bookmark: OLE_LINK3]Double-side air drying 2Pcs * 5.5KW
	
	Each increase is USD1500

	Vehicle length detection
	√
	

	Washing quantity counting function
	√
	

	Fault self-test function
	√
	

	Wireless remote control system
	√
	

	Galvanized frame
	√
	

	Technical Parameters

	








	Size
	Standard Machine Installation Size
	L*W*H=7500*3500*3200mm (24.6ft *11.48ft *10.5ft)

	
	Max. Car Size
	L*W*H=5600*2100*2080mm  (18.37ft *6.89ft *6.82ft)

	

Consumption per car
	Shampoo Consumption
	Approx. 40ml/car

	
	Foam Consumption
	Approx. 40ml/car

	
	Water Wax Consumption
	Approx. 80ml/car

	
	Magic color bubble Consumption
	Approx. 80ml/car

	
	Water Consumption
	Approx.  150L/car

	
	Electricity Consumption
	Approx.  0.75KW·H/car

	
	Time Consumption
	4.5min/car, 8 hours 100 cars

	


Specifications
	Power Supply Requirements
	AC380V/50Hz/3Ph/ 30KW, 16smm copper cable

	
	Air Switch
	100A air switch

	
	Water Pump Motor Power
	Germany PERFECT POWER Pump 15KW/100Bar working pressure, Max. 120Bar

	
	Fan Motor Power
	Built in 4 pcs 5.5KW blowers total 22KW

	
	Remote Control
	Remote Control

	
	Central Processing Unit PLC
	Industrial intellient digital control system

	
	Drive System
	Variable frequency speed control + digital driver

	
	Detection System
	Intelligent three-dimensional detection system

	
	Sensing System
	Ultrasound+ Absolute value of the digital encoder, 1 sensors

	

Packing details
	Shipment Weight / Volume
	2.1Ton  / 7.5CBM / 6 Cartons /by 20GP LCL / 2Units in 20GP

	
	Carton A
	0.915*1.41*1.15m = 1.439m³  462kg

	
	Carton B
	0.76*1.15*0.97m = 0.82m³  172.5kg

	
	Carton C
	1.165*1.16*2.86m = 3.87m³  776.5kg

	
	Carton D
	0.41*0.56*3.21m = 0.74m³  441kg

	
	Carton E
	3.08*0.305*0.12m = 0.11m³  36kg

	
	Carton F
	6*0.4*0.2m = 0.48m³  77kg



	Installation Preparations

	
Car wash room
dimensions
	

There is a room that meets the size of the installation of a car wash machine, and a main machine room with a floor area
of more than 5 square meters is also required, with no length, width, and height requirements (for storing power, water,
and gas sources of the main machine)

	Ancillary
facilities
	  
380V three-phase four-wire power supply, water tanks, buckets, or pools with a capacity of more than 2 cubic meters, air
pumps with a capacity of 30 liters or more, 2 sets of scaffolding, and forklift trucks. For detailed plans, see the installation
instruction manual

	  Foundation 
construction
	
Suggested drainage ditch in the car wash room (width: 0.6m, length: 6.5m), 2 ground spray tanks (width: 10cm, depth: 10cm,
length: 3.2m) Refer to the installation manual for the specific scheme
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